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The ZO-HD41-2 is a high quality, 
high-definition color video camera. 
This compact camera provides 
30x motor-driven optical zoom 
and delivers 1080p HD video, 
up to 30 frames per second. The 
zoom functions can be controlled 
automatically and precisely from 
anywhere using the features of IVC’s 
camera management software. 
In addition, the camera has a 
wide dynamic range to increase 
sensitivity and improve images in 
varying lighting conditions.

The camera is housed in an 
explosionproof enclosure rated for 
Class I Division 1 and ATEX Zone 1 
environments.

The camera is ready for mounting, 
requiring only power and an IP 
connection. Wall mount arm is 
provided. Other mounting options 
are available.

Rugged HD Color Video Camera
ZO-HD41-2

Rugged, weatherproof video camera for harsh environments
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 r 1080p IP video

 r 30x motorized 
zoom

 r Power over 
Ethernet

 r Wide dynamic 
range

 r Enclosure rated 
for hazardous 
environments

This camera is a high quality, high-definition color video camera. The compact 
design provides 30x motor-driven optical zoom and delivers 1080p HD video, up 
to 30 frames per second. The zoom functions can be controlled automatically 
and precisely from anywhere using the features of DrillVision’s camera 
management software. In addition, the camera has a wide dynamic range to 
increase sensitivity and improve images in varying lighting conditions. 


The camera is housed in an explosion proof enclosure rated for Class I Division 1 
and ATEX Zone 1 environments. The camera is ready for mounting, requiring only 
power and an IP connection. Wall mount arm is provided. Other mounting 
options are available. 


Rugged 30x HD Color Video Camera 
EX-PROOF FULL HD CAMERA IN COMPACT DESIGN
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specifications

Point & click camera management & control
Robust, enterprise class software to manage and 
control your cameras and video from anywhere in the 
world.

IVC camera management software

features
1080p high-definition broadcast
quality images for detailed 
post-event analysis

30 frames per second for smooth
video

Imager 1/2.9” Progressive Scan 
CMOS

Resolution 1920 x 1080

Shutter 1/10,000 to 1/25 Seconds

Minimum Illumination Color: 0.1 lux
B/W:  0.05 lux

Image Features Auto Exposure, Auto White 
Balance, Auto and Manual Iris

Focus Auto

Zoom Ratio 30x Optical Zoom

View Angle 2.11° - 58.9°

Focal Length 4.3 – 129 mm

F-number 1.6 - 5

Network 10/100 BASE-T (RJ-45)

Frame Rate 30 FPS

Protocols TCP/IP, HTTP, FTP, SMTP

Weight 23 lbs.

Voltage Required (see ordering information)

Power Consumption 24 W Max

Operating Temperature -29° to 50° C

Dimensions 8.0” H x 6.4” W x 8.5” D

Mount Wall Mount Standard

Enclosure Rating Class I Division 1, Groups B, 
C & D,
Class II Division 1, Groups E, 
F & G,
Class I Zone 1 AEx d IIC T6,
ATEX EXd IIC
NEMA Type 4x, IP-66

ordering information
-V Voltage Required

POEu High Power over Ethernet*

ZO-HD41-2-V

*PoE injector included

Specifications & Features
Features:

 - Explosion-proof 
 - Class 1, Division 1 Rated 
 - Increased operator awareness. 
- POE 
- 30x Optical Zoom 
- HD 1080p Resolution 
- Rugged Weatherproof 
- Low Light with IR Filter  
- Day/ Night Switching 
- Vibration Dampening Mechanism 
- Camera Swivel Clutch System 
- Auto & Manual Focus 
- -20 - 122 Degrees F 	 

Specifications:

Product Accessories: 
   DrillVisionTM      VMS Software 
   DrillVisionTM. Micro Hardened, compact industrial computer 
   DrillVisionTM.  Daylight Viewable Touchscreen Monitors 
	 Stainless Steel  
	 Class 1, Div 2 rated 
	 15”, 17”, 19”, 19.5”, 22”, 23” LCD 
	  

LongwatchTM Micro Video Engine

Hardened, compact industrial computer with Longwatch software
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 r Small, rugged, 
industrial design

 r Controls two 
cameras 
simultaneously

 r Integrated Access 
Control for card 
readers and 
keypads

 r 500 GB hard drive 
for video storage

The MICRO HD Video Engine is 
a hardened, compact industrial 
computer integrated with the 
Longwatch Video System software. 
All electronics are protected in a 
ruggedized, aluminum sealed housing 
that can be conveniently mounted 
for many different applications. The 
Micro HD has the ability to connect 
over many different networks and 
protocols back to the Video Control 
Center software in your control room or 
operations center.

The MICRO HD unit continuously 
records high quality video from up to 
2 camera connections. The Micro HD 
generates and transmits live video as 
well as video event clips from remote 
sites back to a central location. The 
video clips can be triggered from 
multiple physical event triggers, such 
as door switches, motion detectors, 
PLC outputs, SCADA based alarms, 
or manually initiated from the SCADA 
system.  Additionally, the Micro HD can 
perform video image analysis which 
transforms any camera connected 
to  the system into a motion detection 
device.

The MICRO HD includes support of 
access control peripherals such as 
HID card readers and keypads for 
central management of employee 
access permissions and remote 
monitoring and control of entry points.

The MICRO HD has the ability 
to communicate over process 
control networks by emulating a 
Programmable Logic Controller (PLC) 
or Remote Terminal Unit (RTU) and 
appears to the SCADA system as 
another PLC or RTU on the network. 
The Micro HD can also communicate 
over any TCP/IP (Ethernet, LAN or 
WAN) network or on a dedicated 
serial communications network. The 
MICRO-HD is designed to leverage 
existing communication networks, 
operating effectively over high speed 
wired and wireless networks.  The 
system includes built-in bandwidth 
management features to limit network 
traffic.

MICRO HD


